(M)	As used in paragraph (DD) of rule 3745-21-09 of the Administrative Code (pertaining to leaks from process units that produce organic chemicals) and in rules 3745-21-04 and 3745-21-10 of the Administrative Code:

(1)	"Btu/scf" means British thermal unit(s) per standard cubic feet.

(2)	"Closed vent system" means a system that is not open to the atmosphere and that is composed of piping, connections, and if necessary, flow inducting devices that transport gas or vapor from a piece or pieces of equipment to control equipment.

(3)	"Connector" means a flanged, screwed, welded, or other joined fitting used to connect two pipelines or a pipeline and a piece of process equipment.

(4)	"Distance piece" means an open or enclosed casing through which the piston rod travels, separating the compressor cylinder from the crankcase.

(5)	"Double block and bleed system" means two block valves connected in series with a bleed valve or line that can vent the line between the two block valves.

(6)	"Equipment" means a pump, compressor, pressure relief device, sampling connection system, openended valve or line, valve, flange, connector, closed vent system, and any other device or system within a process unit.

(7)	"First attempt at repair" means to take rapid action for the purpose of stopping or reducing leakage from equipment.

(8)	(Reserved)

(9)	"In gas/vapor service" means that the piece of equipment contains or contacts process fluid that is in the gaseous state at the operating conditions.

(10)	"In heavy liquid service" means that the piece of equipment is not in gas/vapor service or in light liquid service.

(11)	"In light liquid service" means that the piece of equipment contains or contacts process fluid that meets the conditions specified in paragraph (O)(3) of rule 3745-21-10 of the Administrative Code.

(12)	"Insitu sampling system" means a nonextractive sampler or an in-line sampler.

(13)	"In vacuum service" means that the piece of equipment is operating at an internal pressure that is at least 0.7 pound per square inch below ambient pressure.

(14)	"In VOC service" means that the piece of equipment contains or contacts a process fluid that is at least ten per cent VOC by weight.

(15)	"Liquids dripping" means any visible leakage from the seal including spraying, misting, clouding, and ice formation.

(16)	"Open-ended valve or line" means any valve having one side of the valve seat in contact with the process fluid and one side open to the atmosphere, either directly or through open piping, but excluding any pressure relief valve.

(17)	"ppmv" means parts per million by volume.

(18)	"Pressure release" means the emission of materials resulting from system pressure being greater than set pressure of the pressure relief device.

(19)	"Pressure relief device" means a pressure relief valve or a rupture disk.

(20)	"Pressure relief valve" means any valve designed to open when the process pressure exceeds a set pressure, allowing the release of vapors or liquids until the process pressure is reduced to its normal operating level.

(21)	"Process unit" means equipment assembled to produce, as intermediate or final products, one or more organic chemicals. A process unit can operate independently if supplied with sufficient feed or raw materials and sufficient storage facilities for the product.

(22)	"Process unit shutdown" means a work practice or operational procedure that stops production for a process unit or part of a process unit. An unscheduled work practice or operational procedure that stops production from a process unit or part of a process unit for less than twenty-four hours is not a process unit shutdown. The use of spare equipment and technically feasible bypassing of equipment without stopping production are not process unit shutdowns.

(23)	"Repaired" means that leaking equipment are successfully adjusted, or otherwise altered, in order to eliminate the leak.

(24)	"Rupture disk" means a disk made of a material that ruptures when the process pressure exceeds a set pressure, allowing the release of vapors or liquids until the process pressure is reduced to ambient pressure.

(25)	"Sensor" means a device that measures a physical quantity or the change in a physical quantity such as temperature, flow rate, "pH," or liquid level.
