
Emissions unit description: Sand and gravel aggregate processing with
associated crushers, screens, conveyors,
material storage piles and unpaved roadways
subject to OAC 3745-17-07.

Additional Special Terms and Conditions

A. Applicable Emissions Limitations and/or Control
Requirements

1. Particulate emissions from emissions units F001, F002
and F003 shall not exceed the limits outlined in the
air emissions summary page of Permit to Install 05-
9855.

2. There shall be no visible particulate emissions from
any unpaved roadway or parking area except for a period
of time not to exceed 3 minutes during any 60-minute
observation period.

3.a. The permittee shall apply dust suppressants to the
unpaved roadways and parking areas to minimize or
eliminate, at all times, visible emissions of fugitive
dust generated by vehicular traffic. Water or other
suitable dust suppressant shall be used, and the
following equipment shall be used for the periodic
applications: dedicated water truck.  The dust
suppressant shall be applied to the unpaved surfaces,
at a minimum, every day. This term and condition shall
be waived during wet conditions when there is
sufficient moisture to prevent visible emissions of
fugitive dust.

3.b. Any material carried off of the permittee’s property
and deposited onto public streets by vehicular traffic
or by erosion by water, etc., shall be promptly removed
and disposed of properly to minimize or prevent
resuspension.

3.c. A maximum speed limit of 10 miles per hour shall be
posted and enforced on the property.

3.d. Open bodied vehicles transporting materials likely to
become airborne shall be covered at all times.

4.a The storage piles that are covered by this permit and
subject to the requirements of OAC rule 3745-31-05 are
listed below:



#2 aggregate storage pile
#46D aggregate storage pile
#304 aggregate storage pile
#57 & 67 aggregate storage pile
#8 & 89 aggregate storage pile
#9 aggregate storage pile
Surge aggregate storage pile
Filter sand storage pile
Mason sand storage pile
Concrete sand storage pile
Asphalt sand storage pile       

4.b The permittee shall employ best available control
measures on all load-in and load-out operations
associated with the storage piles for the purpose of
ensuring compliance with the above-mentioned applicable
requirements.  In accordance with the permittee’s
permit application, the permittee has committed to
treat the load-in materials with sufficient dust
suppression chemicals via the spray nozzles on the
load-in conveyor to control dust emissions during both
load-in and load-out operations and reduced drop height
to ensure compliance.  Nothing in this paragraph shall
prohibit the permittee from employing other control
measures to ensure compliance.

4.c The above-mentioned control measures shall be employed
for each  load-in and load-out operation of each
storage pile if the permittee determines, as a result
of the inspection conducted pursuant to the monitoring
section of this permit, that the control measures are
necessary to ensure compliance with the above-mentioned
applicable requirements.  Any required implementation
of the control measures shall continue during any such
operation until further observation confirms that use
of the measures is unnecessary.

 
4.d The permittee shall employ best available control

measures for wind erosion from the surfaces of all
storage piles for the purpose of ensuring compliance
with the above-mentioned applicable requirements.  In
accordance with the permittee’s permit application, the
permittee has committed to maintenance of as low a
storage pile height as possible to ensure compliance. 
Nothing in this paragraph shall prohibit the permittee
from employing other control measures to ensure
compliance.

4.e The above-mentioned control measures shall be employed
for wind erosion from each pile if the permittee
determines, as a result of the inspection conducted
pursuant to the monitoring section of this permit, that
the control measures are necessary to ensure compliance



with the above-mentioned applicable requirements.  
Implementation of the control measures shall not be
necessary for a storage pile that is covered with snow
and/or ice or if precipitation has occurred that is
sufficient for that day to ensure compliance with the
above-mentioned applicable requirements.

4.f Implementation of the above-mentioned control measures
in accordance with the terms and conditions of this
permit is appropriate and sufficient to satisfy the
requirements of OAC rule 3745-31-05.

5. There shall be no visible particulate emissions from
the material storage piles except for a period of time
not to exceed one minute during any sixty-minute
period.

6. Visible particulate emissions from source F001 shall
not exceed 20 percent opacity, as a three-minute
average.

B. Operation Restrictions

None

C. Monitoring and Recordkeeping Requirements

1. The permittee shall maintain records which include the
following information for the unpaved roadways and
parking areas:

(a) The date dust suppressants were applied to the
unpaved surfaces.

(b) The portions of unpaved surfaces that were treated
with dust suppressants.

(c) The application rate of water and any chemical
additives (gallons of each per square yard).

(d) The name of the equipment operator responsible for
the application of the dust suppressants.

2. Except as otherwise provided in this section, the
permittee shall perform inspections of each load-in
operation at each storage pile in accordance with the
following frequencies:

storage pile identification minimum load-in
inspection frequency

All Daily



3. Except as otherwise provided in this section, the
permittee shall perform inspections of each load-out
operation at each storage pile in accordance with the
following frequencies:

     
storage pile identification             minimum
load-out inspection frequency

All Daily

4. Except as otherwise provided in this section, the
permittee shall perform inspections of the wind erosion
from pile surfaces associated with each  storage pile
in accordance with the following frequencies:

storage pile identification minimum wind erosion
inspection frequency

All Daily

5. No inspection shall be necessary for wind erosion from
the surface of a storage pile when the pile is covered
with snow and/or ice and for any storage pile activity
if precipitation has occurred that is sufficient for
that day to ensure compliance with the above-mentioned
applicable requirements.  Any required inspection that
is not performed due to any of the above identified
events shall be performed as soon as such event(s) has
(have) ended, except if the next required inspection is
within one week.

6. The purpose of the inspections is to determine the need
for implementing the control measures specified in this
permit for load-in and load-out of a storage pile, and
wind erosion from the surface of a storage pile.  The
inspections shall be performed during representative,
normal storage pile operating conditions.

  
7. The permittee may, upon receipt of written approval

from the appropriate Ohio EPA District Office or local
air agency, modify the above-mentioned inspection
frequencies if operating experience indicates that less
frequent inspections would be sufficient to ensure
compliance with the above-mentioned applicable
requirements. 

8. The permittee shall maintain records of the following
information:

a. the date and reason any required inspection was
not performed, including those inspections that
were not performed due to snow and/or ice cover or



precipitation;

b. the date of each inspection where it was
determined by the permittee that it was necessary
to implement the control measures; 

c. the dates the control measures were implemented;
and

d. on a calendar quarter basis, the total number of
days the control measures were implemented and,
for wind erosion from pile surfaces, the total
number of days where snow and/or ice cover or
precipitation were sufficient to not require the
control measure(s).

The information required in 8.d. shall be kept
separately for (i) the load-in operations, (ii) the
load-out operations, and (iii) the pile surfaces (wind
erosion), and shall be updated on a calendar quarter
basis within 30 days after the end of each calendar
quarter.

9. The permittee shall maintain monthly records
which document the total amount of aggregate
processed at this facility.

10. All records required to be kept by these Terms and
Conditions shall be maintained in the company’s files
for a period of not less than five years and shall be
made available to the Director, or any authorized
representative of the Director, for review during
normal business hours.

D. Reporting Requirements

1. The permittee shall submit deviation reports that
identify any of the following occurrences for source
F003:

a. each day during which an inspection was not
performed by the required frequency, excluding an
inspection which was not performed due to an
exemption for snow and/or ice cover or
precipitation; and

b. each instance when a control measure, that was to
be implemented as a result of an inspection, was
not implemented.

    2. Except as otherwise may be provided in the terms and
conditions for a specific emissions unit, quarterly
written reports of (a) any deviations (excursions) from
emission limitations, operational restrictions, and



control device operating parameter limitations that
have been detected by the testing, monitoring, and
recordkeeping requirements specified in this permit,
(b) the probable cause of such deviations, and (c) any
corrective actions or preventive measures which have
been or will be taken, shall be submitted to the Ohio
EPA's Southwest District Office.  If no deviations
occurred during a calendar quarter, the permittee shall
submit a report which states that no deviations
occurred during that quarter.  The reports shall be
submitted quarterly, i.e., by February 15, May 15,
August 15, and November 15 of each year and shall cover
the previous calendar quarters.  (These quarterly
reports shall exclude such deviations resulting from
any malfunction reported in accordance with OAC rule
3745-15-06.)

E. Testing Requirements

1. Compliance with the visible emission limitations in
Additional Special Terms and Conditions A.2. and A.5.
shall be determined in accordance with Test Method 22 as
set forth in “Appendix on Test Methods” in 40 CFR, Part
60 (“Standards of Performance for New Stationary
Sources”), as such Appendix existed on July 1, 1996, and
the modifications listed in paragraphs (B)(4)(a) through
(B)(4)(c) of OAC rule 3745-17-03.

2. Compliance with the visible emission limitations in
Additional Special Terms and Conditions A.6. shall be
determined in accordance with Test Method 9 as set forth
in “Appendix on Test Methods” in 40 CFR, Part 60
(“Standards of Performance for New Stationary Sources”),
as such Appendix existed on July 1, 1996, and the
modifications listed in OAC rule 3745-17-03.

F. Miscellaneous Requirements

None


