








 

Figure 1.  Political Map of Ohio showing the approximate location of the project area. 
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Figure 2.  Portion of the USGS 1960 (PR 1989) Addison, Ohio – W. VA. 7.5 Minute series (Topographic) 
map indicating the location of the survey areas and previously recorded resources in the vicinity. 
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Figure 3.  Soils map of the project. 



 Figure 4.  Portion of the USGS 1908 Point Pleasant, Ohio - West Virginia 15 Minute Series 
(Topographic) map indicating the approximate location of the project. 
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Figure 5.  A 1951 Aerial map indicating the approximate location of the project. 
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Figure 6.  Topographic map of the Landfill Expansion portion of the project indicating conditions, results 

of testing and photo orientations. 
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Figure 7.  Typical disturbance within the northeast aspect of the landfill 
expansion area. 

Figure 8.  Typical disturbance within the northeast aspect of the landfill 
expansion area. 



 

Figure 9.  Testable aspect of the northeastern portion of the landfill expansion 
area. 

Figure 10.  Visual disturbance within the northeast aspect of the landfill 
expansion area. 



 

Figure 11.  A testable ridge top within the Turkey Run Rd. area. 

Figure 12.  Edge of the testable area within the Turkey Run Rd. area where 
the beginning of steep slope precludes further shovel testing. 



 

Figure 13.  Existing gravel drive and associated disturbance off of Turkey 
Run Rd. which passes through the center of the Turkey Run Rd. 

Figure 14.  Another shovel testable ridge within the Turkey Run Rd. area. 
(This particular ridge was all disturbed by logging and erosion.) 



 

Figure 15.  Edge of the testable area within the Turkey Run Rd. area where a 
high wall marks the edge of previous mining activity. 

Figure 16.  Another testable area within the Turkey Run Rd. area. 



 

Figure 17.  Area through the powerline cut where bulldozing and other 
disturbances are evident along the surface.   

Figure 18.  Edge of the testable area within the Turkey Run Rd. area where 
another high wall marks the edge of previous mining activity. 



 
Schematic of a Test Unit Profile 
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Figure 19.  Typical test unit profile within the project. 
 

 

Provenience:  100S, 100W (D-4) 
Depth to Subsoil:  14 cm 
Excavator: RW 
 
 



 

Figure 20.  Topographic map of the Poplar Ridge Road Area indicating conditions, results of testing and 
photo orientations. 
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Figure 21.  Existing gravel drive and associated disturbance within the Poplar 
Ridge Rd. area.   

Figure 22.  A testable ridge top within the Poplar Ridge Rd. area. 



 

Figure 23.  Push piles from logging/mining indicating disturbance (also, the 
edge of a mining high-wall is visible in the background). 

Figure 24.  A testable portion of the Poplar Ridge Rd. area to the edge of the 
mining high-wall visible in the background. 



 

Figure 25.  Sloped area leading down to an area which is previously disturbed 
by logging/mining activities. 



 

Figure 26.  View from Poplar Ridge Rd showing the erosion and steep 
sloping nature typical throughout the Poplar Ridge Rd. area.  

Figure 27.  Poplar Ridge Rd. sloping down from Turkey Run Rd. as it bisects 
the project area. 



 

Figure 28.  1908 Turkey Run Rd. 

Figure 29.  Barn at 1872 Turkey Run Rd. 



 

Figure 30.  1872 Turkey Run Rd. 

Figure 31.  1651 Turkey Run Rd. 



 

Figure 32.  1254 Turkey Run Rd. 

Figure 33.  1166 Turkey Run Rd. 



 

Figure 34.  1150 Turkey Run Rd. 

Figure 35.  Residence on Turkey Run Rd. 



 

Figure 36.  797 Turkey Run Rd. 

Figure 37.  757 Turkey Run Rd. 



 

Figure 38.  Typical trailer home on Turkey Run Rd. 

Figure 39.  Typical trailer home on Turkey Run Rd. 



 

Figure 40.  Typical modern home on Turkey Run Rd. 

Figure 41.  Typical modern home on Turkey Run Rd. 



 

Figure 42.  View from SR 554 south showing the existing landfill and the 
Poplar Ridge Rd. area of the project in the background. 

Figure 43.  View of the highwall within the Poplar Ridge Rd. area of the 
project. 



 
 
 
 
 

Appendix A 
 

Ohio Archaeological Inventory (OAI) form for the previously recorded site 33GA253. 
 
























