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RETENTION POND CROSS SECTION A-A TEMPORARY SEDIMENT BASIN IS DECOMMISSIONED. AT SUCH TIME TOPSOIL IS
VERTICAL SCALE: 1" = 10' TO BE BLENDED WITH COM-TIL AND THE BASIN CONSTRUCTED TO FINAL GRADE.
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6. INSPECT SYSTEM REGULARLY TO ENSURE IT IS FUNCTIONING IN A CORRECT MANNER.
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TEMPORARY STRUCTURE FOR SEDIMENT BASIN OUTLET
FAIRCLOTH SKIMMER DISCHARGE SYSTEM

WITH OUTLET STRUCTURE

(OR APPROVED EQUAL)
NO SCALE

RETENTION POND GRADING DETAIL

SCALE: 1" =30"

TOP OF GRATE = 1008.50

/ ODOT 2-3 CASTH BASIN

SIDE WINDOW 3'W x 0.5'H

ELEV. OF INVERT = 1007.00 TEMPORARY SEDIMENT BASIN NOTES:

TOP OF PIPE (W/ SOLID SCREW CAP 1.
ELEV. TOP OF PIPE = 1007.00

= .

DETENTION AREA SHALL BE USED AS A TEMPORARY SEDIMENT BASIN DURING CONSTRUCTION. BASIN WITH
FOREBAY SHALL BE CONSTRUCTED AND OPERATIONAL BEFORE UPSLOPE LAND DISTURBANCE BEGINS.

TEMPORARY SEDIMENT OUTLET STRUCTURE SHALL BE INSTALLED AND OPERATIONAL BEFORE UPLSOPE

H: \Jobs \ 2012\ 042\ ACAD \Dwg \Engineering \DETENTIONBASIN.dwg 08/27,/2014
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8" DIAMETER PVC @ ~ 4.00%
STORM SEWER PIPE W/WATER (]
TIGHT JOINTS

INV = 1005.85
8" ENDWALL

INVERT = 1002.00 | 1003.85

LAND DISTURBANCE BEGINS.

3. SEDIMENT CLEANOUT: SEDIMENT SHALL BE REMOVED AND THE SEDIMENT BASIN RESTORED TO ITS
ORIGINAL DIMENSIONS WHEN THE SEDIMENT HAS FILLED 80% OF THE SEDIMENT STORAGE ZONE DEPTH.
SEDIMENT REMOVED FROM THE BASIN SHALL BE PLACED SO THAT IT WILL NOT ERODE AND STABILIZE
SIMILAR TO OTHER FILL MATERIAL PLACED ON SITE.

4. FINAL REMOVAL: THE SEDIMENT CONTROL STRUCTURE SHALL BE REMOVED ONLY AFTER THE UPSTREAM
DRAINAGE AREA HAS BEEN STABILIZED, AND UPON APPROVAL FROM THE CITY OF MARYSVILLE OR OHIO EPA.
DEWATERING AND REMOVAL SHALL NOT CAUSE SEDIMENT TO BE DISCHARGED. ACCUMULATED SEDIMENT
WITHIN THE PROPOSED BASIN SHALL BE REMOVED UPON COMPLETION OF CONSTRUCTION. INSTALL THE
PERMANENT OUTLET CONTROL RISER PIPE WITHIN THE CATCH BASIN STRUCTURE,

KROGER N549

* A

TEMPORARY SEDIMENT CONTROL STRUCTURE SCHEDULE 5 FIFTH STREET AND U.S. RT. 33
2 MARYSVILLE, OHIO 43040
90° ~ 8" PVC STORM SEWER ELBOW STAINLESS STEEL BOLTS (3" MIN) REQUIRED BASIN E :
BANDS AND ANCHORS DEWATERING PROVIDED BASIN | REQUIRED SEDIMENT | 0 oo - 3
STRUCTURE TO BE FILLED W/ FLOWABLE CONTROLLED BASIN TRIBUTARY ACREAGE | DISTURBED ACREAGE VOLUME DEWATERING ST027A(25 YgIéUME S TORAGE vOLUME Bll'd +BUII )
DENSITY FILL AS PER CMSC ITEM 636 TYPE Il AFTER (34C.Y.IAC) VOLUME ( ) CF. BIRD & RoJ. BULL. INC
INSTALLATION OF 8" DIAMETER STORM SEWER PIPE RISER. " Engincers and Surveyers RETENTION POND DETAIL
36,592 C.F. AT ELEV. 36,592 C.F. AT ELEV. 2875 W. Dublin-Granville Road
EA OO A e 1007.0 e 1007.0 Columbus, Ohio 43235
PERMANENT OUTLET STRUCTURE DETAIL BASIN 1 17.78 AC. 11.56 AC. 10612 CF. 20,912 CF

Ph: (614) 761-1661

SCALE: 1" =20'

Fax: (614) 761-1328
DWN:WSM [ CKD:AAG | DATE: 8/20/14
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RETENTION POND - PLANTING DETAIL
Scale: 1"= 30’

Titan Ltd. Tall Fescue Seed Mix
(1.56 ac)

I:I Wetland Shelf Planting (0.26 ac)

Titan Ltd. Tall Fescue Seed Mix

« 10 Ibs/1000 ft*

e Mow once in fall at 3"

e No mow throughout growing season

e Apply mulch and erosion control matting per CMS 659 and 671

e Fertilize 1 Ibs nitrogen per 1000 ft* in fall, organic preferred, non
phosphorous containing

Root Crown Shall Be
Level With Or Just Above
Finished Grade

Tamp Firmly To
Eliminate Air Pockets
In Planting Hole

Plant Roots Shall Be
Straight & Undamaged
By Installation

Finished Grade \

Minimum Burial
6" Into Planting Mix

Notes:
Leaves & Root Crown
Shall Remain Undamaged
During Planting

Planting Mix

NOTES:

1.

Hu

Installer shall have on staff a wetland ecologist familiar with
wetland plant installation or have at least 5 years experience with
similar projects. Submit project references prior to installation.
Wetland shelf plants shall not be installed until water reaches
normal pool elevation and the basin tributary area is fully
stabilized. Under no circumstances shall wetland plants be installed
while the basin is being used for temporary sediment storage
during site construction.

Herbaceous plants shall only be planted from May 1 to August 31.
Under no circumstances should the herbaceous plants be installed
such that the entire plant is below the water surface.

A mimimum 12" planting mix layer shall be placed throughout the
entirety of the planting area. Finished grades are indicated on the
grading plan.

Installer shall insure that no cattails are present within the basin
during planting and at the end of the first growing season. Hand
pull or chemically control all cattails.

Plant loses due to a clogged outlet, vandalism, or chemical pond
treatments will be replaced at cost by the landscaper.

WETLAND SHELF PLANTING
Not To Scale

SISTa ST SRy

24"

Goose Fence:
Goose fencing shall be installed around to entirety of the inside and
outside of the planted shelf. Fencing installed on the pond side will

NOTE:

Pl

to 7, a minimum of 6 percent organic material content, free of
stones 1 inch (25mm) or larger in any dimension and other
extraneous materials harmful to plant growth.

Finished Grade

12" Depth Planting Soil

Clay liner (do not disturb)

anting soil shall be ASTM D 5268 topsoil, with PH range of 5.5

WETLAND SHELF ESTABLISHMENT

require extra long lathe due to 12" of normal pool inundation. Not To Scale
Woods poles may be substituted.
1. Goose Fence material shall be black or green plastic mesh with
0.75 — 1.00 inch square openings (Cintoflex, Type "D", or
approved equal).
2. Embed 3’ long Wooden Lath into soil. Lath shall be 1 1/2" wide
(Min.) x 3/8" Thk. (Min.).
3. Tie Plastic Mesh (Goose Fencing) to Wooden Lath at top and
bottom of mesh.
4. Goose Fencing shall remain installed for a minimum of one (1)
year. Removal of Goose Fencing after the one (1) year period
is at the owners discretion.
GOOSE FENCE DETAIL
Not To Scale
QUANTITY DESCRIPTION I Condition Spacing
WETLAND SHELF / 8' BENCH - WEST BASIN
225 Alisma subcordatum Water Plantain Bare Root or #1 Cont. 3o.c.
225 Peltandra virginica Arrow Arum Bare Root or#1 Cont. 3'0.C.
225 Pontederia cordata Pickerelweed Bare Root or #1 Cont. 3o.C.
225 Potamogeton nodosus Long-leaf Pondweed Bare Root or#1 Cont. 3'0.C.
225 Sagittaria latifolia Arrowhead Bare Root or#1 Cont. 30.C.
225 Bullrush Bare Root or #1 Cont. 3o.c.
225 American Burreed Bare Root or #1 Cont. 3o.c.
PREPARED BY:

Evans, Mechwart, Hambleton & Tittan, Inc.

C.F. BIRD & R.J. BULL, INC.
Engineers and Surveyors
2875 W. Dublin-Granville Road

C

WWW.BIRDBULL.COM
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FIFTH STREET AND U.S. RT. 33

AND DETAILS

olumbus, Ohio 43235
Ph: (614) 761-1661
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