Boiler MACT IBR T&C
Overview:
The IBR T&C noted below were drafted to work for all existing Boilers covered under the boiler MACT.  The text noted in red would need to be updated for each facility.   The boilers noted in the permit were left in as an example.  Engineering Guide 76 was followed to the extent practical.   As drafted these T&C will not need to be reopened following the Reconsideration of the Boiler MACT and the expected changes.  

Effective May 21, 2011, the following emission units contained in this permit are subject to 40 CFR Part 63, Subpart DDDDD—National Emission Standards for Hazardous Air Pollutants for Major Sources: Industrial, Commercial, and Institutional Boilers and Process Heaters:
0. B022 - 450 MMBtu/hour coal fired boiler with natural gas flame stabilization controlled with an electrostatic precipitator (ESP); 
B043 - 245 MMBtu/hr natural gas (primary fuel) and no.2 fuel oil (back-up fuel) fired boiler ; and
B045  - 165 MMBtu per hour natural gas fired boiler.  
The complete NESHAP requirements, including the NESHAP General Provisions may be accessed via the internet from the Electronic Code of Federal Regulations (e-CFR) website http://ecfr.gpoaccess.gov or by contacting the appropriate Ohio EPA District office or local air agency.

0. The permittee shall comply with all applicable requirements of 40 CFR Part 63, Subpart DDDDD.  The permittee shall also comply with all the applicable requirements of 40 CFR Part 63, Subpart A (General Provisions) as identified in Table 10 of 40 CFR Part 63, Subpart DDDDD.  Compliance with all applicable requirements shall be achieved by the dates set forth in 40 CFR Part 63, Subpart DDDDD and Subpart A.
Emission Limitations and Work Practice Standards

As defined in 40 CFR 63.7490; B022, B043, and B045 are existing emissions units and fall under the following subcategories as defined in 40 CFR 63.7499:
B022- Pulverized coal/solid fossil fuel unit;
B043- Units designed to burn natural gas, refinery gas or other gas 1 fuels; and
B045 - Units designed to burn natural gas, refinery gas or other gas 1 fuels.
As specified in 40 CFR 7495(b), as an existing emission units, the permittee shall comply with this subpart no later than March 21, 2014.
The permittee must meet the requirements in paragraphs (10)(a) through (c) below, except as provided in 40 CFR 63.7500(b) and (c). The permittee must meet these requirements at all times.
The permittee must meet each applicable emission limit and work practice standard in Tables 1 through 3, and 12 of 40 CFR 63 Subpart DDDDD that applies to B022, B043, and B045, except as provided under 40 CFR 63.7522(emission averaging provisions).
The permittee must meet each operating limit in Table 4 of 40 CFR 63 Subpart DDDDD. If the permittee uses a control device or combination of control devices not covered in Table 4, or the permittee wish to establish and monitor an alternative operating limit and alternative monitoring parameters, you must apply to the EPA Administrator for approval of alternative monitoring under 40 CFR 63.8(f).
 At all times, the permittee must operate and maintain any affected source, including associated air pollution control equipment and monitoring equipment, in a manner consistent with safety and good air pollution control practices for minimizing emissions. Determination of whether such operation and maintenance procedures are being used will be based on information available to the Administrator that may include, but is not limited to, monitoring results, review of operation and maintenance procedures, review of operation and maintenance records, and inspection of the source.
Should the permittee choose to assert an affirmative defense if an emission limitation is exceeded during a malfunction the provisions of 40 CFR 63.7501 shall be followed.
General Compliance Requirements

At all times the permittee shall comply with the general requirements for complying with 40 CFR 63 Subpart DDDDD as specified in 40 CFR 63.7505(a)-(d).
Testing, Fuel Analyses, and Initial Compliance Requirements

The permittee shall comply with the initial compliance requirements and compliance dates as specified in 40 CFR 63.7510(a)-(g).  Initial compliance with the emission limitations, fuel specifications and work practice standards shall be demonstrated following the procedures in 40 CFR 63.7530(a)-(h).
After the initial compliance demonstration specified in 40 CFR 63.7510, the permittee shall conduct subsequent performance tests, fuel analyses, or tune-ups as required in 40 CFR 63.7515(a)-(g).
Fuel analyses, fuel specification, and the associated procedures required under 40 CFR Part 63 Subpart DDDDD shall be conducted as specified in 40 CFR 63.7521(a)-(i).
Should the permittee choose to demonstrate compliance through emissions averaging, the requirements established in 40 CFR 63.7522 shall be followed.
The permittee shall comply with the monitoring, installation, operation, and maintenance requirements specified in 40 CFR 63.7525(a)-(k).
Should the permittee elect to comply with the alternative equivalent steam output-based emission limits, instead of the heat input-based limits, listed in Tables 1 and 2 40 CFR 63 Subpart DDDDD and the permittee want to take credit for implementing energy conservation measures identified in an energy assessment, the permittee may demonstrate compliance using emission reduction credits according to the procedures 40 CFR 63.7533. Owners or operators using this compliance approach must establish an emissions benchmark, calculate and document the emission credits, develop an Implementation Plan, comply with the general reporting requirements, and apply the emission credit according to the procedures in paragraphs 40 CFR 63.7533 (b) through (f).
Continuous Compliance Requirements

In order to demonstrate continuous compliance, the permittee shall monitor and collect data in accordance with 40 CFR 63.7535(a)-(d).   
In order to demonstrate continuous compliance with the emission limitations, fuel specifications and work practice standards specified in Tables 1 through 3 of 40 CFR 63 Subpart DDDDD, the permittee shall follow the methods specified in Table 8 of 40 CFR 63 Subpart DDDDD and 40 CFR 63.7540 (a)(1) through (11).  
Should the permittee choose to demonstrate continuous compliance under the emissions averaging provision of 40 CFR 63.7522 the permittee shall demonstrate compliance on a continuous basis by meeting the requirements specified in 40 CFR 63.7541(a)(1) through (5).
Notification, Reports, and Records

The permittee shall submit the notifications specified in 40 CFR 63.7545(a)-(h) by the due dates specified in this section.
The permittee shall submit each applicable report in Table 9 of 40 CFR 63 Subpart DDDDD as specified in 40 CFR 63.7550(a)-(h).
The permittee shall maintain the records specified in 40 CFR 63.7555(a)-(h).  
The records must be in a form suitable and readily available for expeditious review, according to 40 CFR 63.10(b)(1). As specified in  40 CFR 63.10(b)(1), you must keep each record for 5 years following the date of each occurrence, measurement, maintenance, corrective action, report, or record. 

You must keep each record on site, or they must be accessible from on site (for example, through a computer network), for at least 2 years after the date of each occurrence, measurement, maintenance, corrective action, report, or record, according to  40 CFR 63.10(b)(1). You can keep the records off site for the remaining 3 years.

